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1 Overview 

The main UI is concise and as show below, 

 

Red box 1:show the name and version of software 

Red box 2:show the menu of edit and help 

Red box 3:show all the BT device 

Red box 4:show the operation tips 

Red box 5:show the main function when the target device is 

clicked 

Red box 6:show the zoom in \zoom out \exit of the software 
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2 Operations 

2.1 TestPanel 

Click the “TestPanel”,and another UI will be show as below, 

 

 

The general method of operation is described below, 

1） Input the “BT Address”,if know it,otherwise,we can select the function of 
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“Search”,and then click “Send”button to scan BT address around; 

 

2） Select the function of “Connect By Address”,and click “Send” 

button,“Response” control will show the connection information; 

 

3） If the connection is successful,the dongle will set A2DP default mode,and we 

can use the valid sound card channel to test the speaker of DUT,as well as we 

can click “Start” button to output target signal to check whether the audio 

link is normal as shown in the following figure,but if you use MegaSig analog 

dongle the PC will have no sound card channel for using,that is to say,the 

following UI will no exist,and you have to use other DAQ Board for testing; 
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4） If we select the function of “HFP mode”,and click “Send” button,we can test 

the mic of DUT,and after selecting AI device,we also can get the curve of mic 

signal as shown in following figure; 

Of course,you can design your code to control the acquision channel of 

sound card in PC; 

But if you use MegaSig analog dongle the PC will have no sound card channel 

for using,that is to say,the following UI will no exist, and you have to use 

other DAQ Board for testing; 

 
 

 

5） At last,we can execute the function of “Disconnect” to end the connection 
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or connect another headset; 

 

2.2 Settings 

Click the “Settings”,and another UI will be show as below, 

 

 
The general method of operation is described below, 

1) Just click the “Edit” button to edit the target function,and another UI will be 

show for selecting; 

2) We can modify the order of A2DP codec as well as the sample rate; 

3) We can click the “Default Codec” for the common setting; 

 

 

2.3 SPP Control 

 

Click the “SPP Control”,and another UI will be show as below, 
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The general method of operation is described below, 

1) We should input the target address,and click “SPP Connect” to wait for 

successful connection; 

2) We can input the custom content,and click “Send”; 

3) If the DUT can return target info,we can get it from “SPP Receive” control; 

 

 

 

 

 

 

 

 

 

 


